Recommended for slate pencil,
knives, lobster gauges & whistles

Patented Flushing System allows easy
cleaning as well as removing sand and
debris during normal use.

Rinse Unit to extend retractor life in salt
water environments after use.

Manually Flush: Operate unitin fresh water
rapidly 5-10 times, If unit is packed with sand or
debris, submerge unit in water with line facing
upward. Allow it to fill with water and then
invert unitand operate rapidly 5-10 times.
Repeat until unit operates smoothly.

o Q/C Connector
© Quick Connect (Q/C)

%;7 Easily disconnect tools

o Mounting Options/Models

RT5-5902

Threaded Stud

Threaded Stud penetrates
webbing strap or material.
Threads into back of Gear Keeper

o Specifications

+ 36" Extension

RT5-5901

Snap Clip
Attaches to D-Ring

- Spectra/Nylon Line
« Stainless Steel Spring « 2.5 0z. Retraction Force
& Hardware +40 Ib. Breaking Strength
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Recommended for slate pencil,
knives, lobster gauges & whisties

Strong
50# Break Strength;
Spectra/Nylon Line

Long Extension
3-foot Reach

Salt Water
Resistant

Quick Connect
(Q/C)End

Easily Disconnect Tools
for Quick Interchange

Hammerhead’s
Guarantee of Quality
Iyou are natsatishied with any Haminethead Pragiuet, we
will replace it e refund yourmaney within thirty days afte
purchase thiough the original deater. Hammuothead Indusries
wartanties its products Against manutacturing defaets in
workntaniship or materizls. The warranty i void if th produet
has been abused beyantl narmal and sepsible wear and tear or
usedtarpurposes othes than intended,



